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RFID Upgradeable,
Online Barcode Verification
&  Full Network Control
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GL Series
l SATOnet Connect•

l 5 kinds of emulation:
ZGL, DGL, TGL,
PGL & IGL

l Large LCD user interface

l Interchangeable print head
resolution (203, 305dpi)

l RFID Optional & Upgradeable

l The fastest
`first label out' printer

l Fast 10º ips (254mm/sec)
print speed

www.satoworldwide.com

5 Minute tool-less
printhead replacement

USB, Serial and Parallel
as standard, Optional

LAN or WLAN

Suitable for all
ribbon types,
ink in or out

Increased Label
Capacity

(Max OD 265mm)
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GL408e GL412e

Print Method Thermal Direct / ThermalTransfer

Print Re solution 203dpi (8 dot / mm) 305dpi (12 dot / mm)

Max Width 104mm x Length 2514mm (Width 4º x Length 98.9º)

Universe Medium (CP-850), CG Times (Latin1/2/5, Grk, Cyr, Arb), Universe Medium (Latin1/2/5, Grk, Cyr)

Print Area

Print Speed Max. up to 254mm / sec (10º / sec)

Media Type Thermal Direct and Thermal transfer, Roll-fed, Fan-fold, Die-cut, Continuous, Perforated, Label, Tag and Ticket media

Length

Other

Continuous: 6 - 397 mm (9 - 400mm with backing paper) & Tear-Off: 17 - 397mm (20 - 400mm with backing paper)

Width Min 22mm - Max 128mm (0.87º - 5.0º) (25mm - 131mm with backing paper)Media Size

Max Roll Outer diameter 265mm (10.5º)  Core Inner diameter 76.2mm

Length Max. 450m (1475ft)

   H 305mm x W 271mm x D 455mm (H 12º x W 10.7º x D 17.9º)

15 kg (33Ib)

100-120/200-240 Volts AC (! 10%), 50/60 Hz (! 1%)

Label cutter (Guillotine), Label dispenser (Simplified & Internal), Internal Rewinder, 

32MB Memory Cartridge; Online Data verifier, RFID Kit (UHF),

Real Time Clock; LAN I/F (10/100BaseT), WLAN I/F (802.11g), I/O I/F; ext. Label Un-/Rewinder

Width 39.5mm (1.6º) to 110mm (4.4º)Ribbon

Other Thickness 4.5 micron, Wound Face In, Face Out

Sensor type - Reflective sensor for pre-printed sensor mark (Adjustable)Sensor Type

Transmissive sensor for Die-cut Media (Adjustable)

Interface Standard

Option (PCI Slot)

Option ( Slot 2)

Proce ssor

Memory

Display Language s

Interface Standard - IEEE1284 Parallel, USB 2.0, RS232C Serial

LAN (10/100BaseT); Wireless LAN (802.11g)

I/O Extended Board

32-bit RISC

32MB DRAM, 8MB Flash ROM, Extended Flash memory Cartridge 32MB (Option)

English, French, Italian, German, Spanish, Portuguese

U, S, M, WB, XC, XU, XM, XB, XL, Outline, OCR-A, OCR-B, WL, CG Times, CG TriumvirateFont s Internal

True Type Font s (Optional

Memory Cartridge)

Barcode Symbologie s EAN 8/13, UPC - A/E. NW -7, CODE 39, CODE 93, CODE 128, EAN 128, Inter-leaved 2 of 5 (ITF), Industrial 2 of 5, POSTNET,

 Bookland, RSS-14, PDF417, QR Code, Maxi Code and Data Matrix code, Composite Symbology

Dimen sions

Weight

Power

5" to 40ëC / 15 ~ 85% RH (w/out condensation)

-5" to 60ëC / max 90% RH (w/out condensation)

CE, Compliance with European directive 2002/95/EC (RoHS), C-Tick

Environment

Approval s

Option s

GL408e/412e
General Specifications: 
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SATO AUSTRALIA Pty Ltd.
1 Nursery Avenue,
Clayton  Victoria   3168
P.O. Box 1364  Glen Waverley  Victoria  3150
Melbourne,  Australia
email : sales@satoaustralia.com
Phone Toll Free : 1800 624 654


